
MatsDirect UK Ltd
Unit 2 Bolholt Industrial Park
Walshaw Road
Bury, Lancashire
BL8 1PL UK

For all enquiries:

Tel: 0044 (0)161-797-6785
Fax: 0044 (0)161-797-6349
E-mail: sales@matsdirect.co.uk

Thickness:mm 7
Weight/Tile (Kg- Approx): 2.1
Tile size (500mm x500mm): EX STOCK

Colours:

Manufactured from a high quality soft feel
PVC.

The popular bark pattern being ideal for
traffic from any direction.

The tight fitting ‘Dove Tail’ edge pattern
limits any movement when connected so
eliminating the need for adhesion.

Very good cold to floor insulation hard
wearing and durable.

Excellent for covering a worn floor area,
quick and easy fit requiring no special skills
or tools.

A sharp fixed blade knife and straight edge
will trim the product as required.

Dimishing edges available to eliminate trip
hazards.

MD534 Suremat Bark Pattern Tile Performance.
Light weight.

Robust precision ‘T’ connection cut.
Durable and resilient.
Multi-directional anti-slip properties.

Colour Fastness
To sunlight, general cleaning and remedial treatment.

Cleaning and Maintenance Daily:
Vacuum clean. An upright unit with a powered cylindrical brush is ideal.
Mop with a neutral detergent

Suremat MD534

Bark Pattern PVC Tiles


